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Organic liquid-crystal devices based on ionic
conductors†

Can Hui Yang, abc Shuang Zhou,ac Samuel Shian,a David R. Clarkea and
Zhigang Suo*ac

A fully organic liquid-crystal device is enabled by ionic conductors.

The device uses a liquid crystal as a voltage-driven light shutter, an

elastomer as a transparent dielectric, and a hydrogel as a trans-

parent conductor. A voltage switches the device from an opaque

state to a transparent state without electrolyzing the hydrogel. The

device maintains its electrooptical performance under a biaxial

stretch of 1.5.

Liquid crystals have enabled many electrooptical devices, including
liquid-crystal displays,1 universal optical phase modulators,2 beam
steering devices,3 tunable Fresnel lenses,4,5 broad-spectrum tunable
color reflectors, and nanosecond light modulators.6,7 These devices
require transparent conductors to apply voltage and let light pass
through. The widely used transparent conductor, indium tin oxide
(ITO), is a brittle and costly inorganic material, and requires a
vacuum for deposition. Great efforts have been devoted to the
development of new transparent conductors, usually using soft
matrices to host conducting materials, such as conducting
polymers,8–10 carbon nanotubes,11–13 graphene,14–16 nano-
particulate metal oxides,17 and silver nanowires.18–20

These conductors, like ITO, carry electricity using electrons.
The development of transparent electronic conductors has
many challenges. First, conducting electrons reflect or absorb
light, so electronic conductors cannot simultaneously achieve
high electrical conductance and high optical transmittance.
Second, most electronic conductors are hard inorganic materials,
prone to fracture and delamination under monotonic and
cyclic stretching.21–23 Patterning or pre-straining can make
composite electrodes stretchable, but constituent materials
remain mechanically mismatched.24–28 Third, devices requiring

materials of very different processing conditions may cause
additional technical issues for roll-to-roll fabrication and digital
manufacturing.29,30 These challenges limit further development
of electronic conductors for flexible and wearable devices,
especially when large stretchability becomes essential.

Here we show that liquid-crystal devices can operate without
electronic conductors, but with ionic conductors. We use polymer
gels as transparent ionic conductors to realize fully organic liquid-
crystal devices (OLCDs). They achieve the same electrooptical
characteristics as liquid crystal devices using electronic con-
ductors. The OLCDs perform electrooptical functions without
electrochemical reactions. Furthermore, the polymer gels are
stretchable, so that the OLCDs are optically responsive to both
mechanical force and electrical voltage; they are mechanooptical
and electrooptical devices.

Many polymer gels are stretchable, transparent, and ionic
conductors.31 For example, a hydrogel is a polymer network
swollen with water, and can dissolve ions of multiple moles per
liter, leading to a resistivity of B10�1 O m.32 Even through this
resistivity is much higher than that of ITO (B10�5 O m), a
millimeter-thick hydrogel can achieve a surface resistance of
100 O and retain an optical transparency of 99.9%.31 The softness
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Conceptual insights
Conventional liquid-crystal devices are stiff and brittle, struggling to
satisfy the fast growing demands for mobile and wearable applications.
Here we demonstrate fully organic liquid-crystal devices (OLCDs) based
on ionic conductors. A liquid crystal is encapsulated in a dielectric
elastomer cell, and then sandwiched between ionic conducting gels.
The OLCDs achieve the same electrooptical characteristics as the
liquid-crystal devices using electronic conductors. The OLCDs maintain
their electrooptical performance under biaxial stretching. The OLCDs are
amenable to roll-to-roll and digital manufacturing. The softness of the
devices may bring liquid crystals to new domains of applications, such as
wearable displays for camouflage and entertainment. One can also
imagine programmable, high-resolution, and tissue-attachable patterns
of light for optogenetics and optoceuticals—that is, a direct TV for the
brain, heart, and skin.

Materials
Horizons

COMMUNICATION

Pu
bl

is
he

d 
on

 2
1 

A
ug

us
t 2

01
7.

 D
ow

nl
oa

de
d 

by
 H

ar
va

rd
 U

ni
ve

rs
ity

 o
n 

29
/0

8/
20

17
 1

4:
42

:4
6.

 

View Article Online
View Journal

http://orcid.org/0000-0001-5674-834X
http://crossmark.crossref.org/dialog/?doi=10.1039/c7mh00345e&domain=pdf&date_stamp=2017-08-26
http://rsc.li/materials-horizons
http://dx.doi.org/10.1039/c7mh00345e
http://pubs.rsc.org/en/journals/journal/MH


Mater. Horiz. This journal is©The Royal Society of Chemistry 2017

of the gels allows large and elastic deformation over many
cycles.31,33–37 The properties of hydrogels can be tuned by
adjusting the cross-linkers.38–40 Hydrogels as tough as natural
rubber have been demonstrated.41,42 Hydrogels can retain water
in a low-humidity environment if they contain humectants,32 or
are encapsulated in low-permeability elastomers.43,44 As another
example, an ionogel is a polymer network swollen with an ionic
liquid. Ionogels are nonvolatile even under vacuum,35 and can
access a wide range of temperatures through suitable choices of
ionic liquid.45 In addition, a nanostructured organic liquid crystal
polymer electrolyte also achieves ionic conductivity on the order of
10 O m.46

Recent works have demonstrated that ionic conductors can
enable devices of unusual characteristics. Devices of high
voltage (10 kV)31,35 and high frequency (up to 100 MHz)47 have
been demonstrated, as well as artificial muscles, axons, and
skin.31,47–49 Potential applications include transparent loud-
speakers and active noise cancelation,31 strain and pressure
sensors,43,50–52 and stretchable touch pads.53 The soft devices
can be made attachable to living tissues and soft robots. Ionic
conductors have also enabled ionotronic devices, which integrate
ionic conductors and electronic conductors. Examples include the
rocking-chair operation of light-emitting diodes47 and stretchable
electroluminescence.48,49,54

We now introduce ionic conductors in liquid-crystal devices.
Although the principle applies to all liquid-crystal devices, here
as a proof of concept we demonstrated a voltage-driven light

shutter (Fig. 1). A cholesteric liquid crystal is encapsulated in
a dielectric cell, sandwiched between ionic conductors, and
connected via electronic conductors to an external voltage
source. We do not treat the surfaces of the dielectric cell with
mechanical rubbing or alignment agents, so that the liquid-
crystal molecules orient randomly on the dielectric surfaces.
When voltage is off, the cholesteric forms a focal conic texture
(twist domains with a randomly orientated helical axis), the
domain boundaries scatter light, and the device is opaque
(Fig. 1a). When voltage is on, the electric field unwinds the
twisted domains, the liquid-crystal molecules align into a
homeotropic state and the device is transparent (Fig. 1b). The
dielectric cell is made of an elastomer, and the ionic conductors
are made up of gels; they are transparent and stretchable. The
electronic conductors are opaque and rigid metal foils; they
contact the ionic conductors outside the area of the liquid
crystals, and do not affect the transmittance and stretchability
of the device.

Each interface between an ionic conductor and an electronic
conductor forms an electric double layer (EDL). As shown
below, the voltage drop over each EDL is much lower than 1 V,
so that the EDL remains stable, and behaves like a capacitor, CEDL,
in series with capacitors due to the dielectric elastomers and the
liquid crystals, CD and CLC, as well as the resistors due to the ionic
conductors, Rgel (Fig. 1c).

We use three layers of an acrylic elastomer (VHB 4905, 3M)
to make a dielectric cell, two layers of a polyacrylamide hydrogel

Fig. 1 Organic liquid-crystal device based on ionic conductors. (a) A cholesteric liquid crystal is encapsulated in a dielectric cell, sandwiched between
ionic conductors, and connected via electronic conductors to an external voltage source. When the external voltage is off, the liquid crystal molecules
form twisted domains, the domain boundaries scatter light, and the device is opaque. (b) When the external voltage is on, the domains unwind, the
molecules align with the electric field, and the device is clear. (c) Equivalent circuit of the device.
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containing 8.0 M lithium chloride as the ionic conductor, and
two pieces of aluminum as the electronic conductors (Fig. 2a).
We form the cholesteric liquid crystal by mixing a nematic
(5CB, 95.0 wt%) and a chiral dopant (R-811, 5.0 wt%) (Fig. 2b).
The cholesteric has the same thickness as the middle layer of
the dielectric cell. When voltage is off, the area covered by the
cholesteric is opaque, and the area covered by the hydrogel and
elastomer is transparent (Fig. 2c). When voltage is on, the
cholesteric becomes transparent (Fig. 2d). We apply an alter-
nating voltage to prevent space charges from accumulating
at the interfaces between the cholesteric and the dielectric.
Such space charges would build an internal electric field to
counteract the applied electric field.1

After the voltage is switched on, the transmittance of the
device increases with time and then saturates (Fig. 2e and
Movie S1, ESI†). The saturated transmittance increases as the
voltage increases, and plateaus at large voltages (Fig. 2f). We
measure the switch-on time ton and switch-off time toff (Fig. S1,
ESI†).1 The inverse of the measured switch-on time is propor-

tional to the square of the voltage,
1

ton
/ V0

2, and the switch-off

time is nearly independent of voltage (Fig. 2g).

We next relate the observed electrooptical characteristics
to fundamental principles. The applied voltage should be low
enough to avert the electrical breakdown in the cholesteric and
the dielectric, and avert the electrolysis of the gel. We estimate
the voltage drop on each component by comparing their
impedances. The resistance of the hydrogel is Rgel B 102 O,
given that the thickness is B1 mm, length is B1 cm and width
is B1 cm, and resistivity is B 10�1 O m. The capacitance per
unit area of the EDL is cEDL E 10�1 F m�2,55 the area of the
EDL is AEDL E 10�4 m2, and the angular frequency is o = 2pf =
2000p, so that the impedance of the EDL is

ZEDLj j ¼ 1

ocEDLAEDL
� 15 O. The capacitance of the dielectric

(VHB) is CD = eVHBe0Aactive/dVHB E 2.1 � 10�9 F, where eVHB E
4.7 is the dielectric constant of VHB,56 e0 = 8.85 � 10�12 F m�1

is the permittivity of vacuum, dVHB B 20 mm is the thickness
of VHB 4905 under a biaxial pre-stretch of B5, and Aactive B
10�3 m2 is the area of the active region containing the cholesteric,

so that the impedance of the dielectric is ZDj j ¼ 1

oCD
�

7:65� 104 O. The cholesteric has the same thickness and area
as the VHB layer. The orientations of the liquid-crystal molecules

Fig. 2 Electrooptical characteristics. (a) Schematic of a liquid-crystal device. (b) Molecular structures of the nematic liquid crystal 5CB and the chiral
dopant R-811. (c) When voltage is off, the device is opaque. (d) When voltage is on, the device is transparent. A square-wave voltage is applied at an
amplitude of 600 V and a frequency of 1 kHz. The dashed circles indicate the areas containing the liquid crystal. (e) Transmittance of the device as a
function of time at square-wave voltages of various amplitudes at a frequency of 1 kHz. (f) The transmittance of the device increases and then saturates as
voltage increases. (g) 1/ton increases linearly with the voltage square, and toff is almost constant. The solid lines are linear-fitting curves.
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are random in the voltage off state and the isotropic (or average)
dielectric constant of 5CB is eiso

5CB E 11; we use eJ5CB E 20, the
dielectric constant parallel to the director, for estimation,57 since
the equilibrium state has liquid-crystal molecules parallel to the
field. We estimate that CCLC E 8.85 � 10�9 F and

ZCLCj j ¼ 1

oCCLC
� 1:8� 104 O. For the applied voltage of 600 V,

the voltage drop across the EDL is B52.5 mV, which is much
lower than the threshold voltage for the electrolysis of water. The
voltage drop on the hydrogel is B350.4 mV. The main voltage
drops are on the cholesteric, B63.1 V, and on the dielectrics,
B268.1 V, for each VHB layer. The electric field in the dielectric
is B13.4 MV m�1, which is much smaller than the electrical
breakdown field of VHB (B100 MV m�1).51 Similarly, the electric
field in the cholesteric is below the electrical breakdown field of
the cholesteric (B10 MV m�1).58,59

The applied voltage should be high enough to switch
the liquid-crystal molecules from the twisted domains to the
homeotropic state. The threshold electric field is given by

Eth ¼
p2

p

ffiffiffiffiffiffiffiffiffi
K2

Dee0

r
.57 For the 5CB/R-811 mixture, the twist elastic

constant is K2 = 3 � 10�12 N, the dielectric anisotropy is De = 13,

and the pitch is determined as p ¼ 1

HTP � c � 2 mm, where the

HTP of B10 mm�1 is the helical twisting power of R-811 in 5CB,
and c = 5.0 wt% is the concentration of R-811.1 Consequently,
the threshold electric field to unwind the cholesteric is Eth B
0.8 MV m�1. This estimate is consistent with our observation

that the device becomes transparent at 350 V, which gives
E B 1.84 MV m�1 in the cholesteric (Fig. 2d).

Similar to the dynamic process of the Fredericks transition
in liquid crystals,60,61 the switch-on time ton scales as

1

ton
/ 1

Ztwist
Dee0E2 � 2p

p

� �2

K2

�����
�����, where Ztwist is the rotational

viscosity of the liquid crystal. The large electric field E shortens
the switch-on time. For the cholesteric of rotational viscosity
Ztwist B 80 mPa s,1 the theoretical limit of switch-on time can
reach the order of 10�5 s when the electric field is just below the
electrical breakdown field of the liquid crystal of 10 MV m�1.
The switch-on time in our experiment reaches B14 ms when
the voltage is 1000 V. A faster response can be achieved under a
higher voltage theoretically; however, our experiment is limited
by the timing loop of the data acquisition program.

Switching off is a field-independent process of several
stages. When the voltage is switched off, the liquid-crystal
molecules transit from the homeotropic state to the planar
state, and then from the planar state to the focal conic state.
The dynamics of the nucleation process depends on the impu-
rities in the cholesteric and irregularities on the dielectric
surface. As expected, the measured switch-off time is a constant
independent of the voltage applied (Fig. 2f). For comparison,
we fabricate a device by using ITO glass as the electrode and
VHB with a similar thickness (B20 mm) as the spacer. The
switch-off time remains constant, B8.2 ms, at various applied
voltages (Fig. S2, ESI†). The liquid-crystal devices using ionic

Fig. 3 Voltage-dependent microstructures. (a) Schematic of the experimental setup. (b) The focal conic texture of the cholesteric placed between
perpendicular polarizers, observed at the voltage-off state. (c) Dynamic process of the cholesteric observed with parallel polarizers (Movie S2, ESI†) at a
voltage of amplitude 500 V and frequency 1 kHz. (d) Device placed between perpendicular polarizers, observed at the voltage-off and voltage-on states
(Movie S3, ESI†). (e) Device placed under the microscope without an analyzer, observed at the voltage-off and voltage-on states (Movie S4, ESI†). Scales
bars in (c)–(e) indicate 100 mm.

Communication Materials Horizons

Pu
bl

is
he

d 
on

 2
1 

A
ug

us
t 2

01
7.

 D
ow

nl
oa

de
d 

by
 H

ar
va

rd
 U

ni
ve

rs
ity

 o
n 

29
/0

8/
20

17
 1

4:
42

:4
6.

 
View Article Online

http://dx.doi.org/10.1039/c7mh00345e


This journal is©The Royal Society of Chemistry 2017 Mater. Horiz.

conductors have similar electrooptical characteristics as those
using electronic conductors.

The response time of the device is not limited by the
resistivity of the hydrogels. The capacitors due to the dielectric
elastomers, the liquid crystals and the EDLs are in series. The
equivalent capacitance is dominated by the small capacitors of
the dielectric and the liquid crystals, both of which are on the
order of 10�10 F; while the large capacitance due to the EDLs,
which are on the order of 10�5 F, is negligible. The resulting
capacitance of the device C is B10�10 F. The resistance due to
the hydrogel is Rgel B 102 O. As a result, the RC delay of the
device is small, tRC B 10�8 s, and will not contribute to the
observed switching time of the device.

We confirm the change of the cholesteric texture as a
function of voltage under a microscope with one linear polarizer
placed before the device, and with or without an analyzer after the
device (Fig. 3a). In the absence of voltage, the cholesteric forms a
focal conic texture, showing a pitch of B2 mm (Fig. 3b). After the
voltage is applied, the cholesteric domains unwind to align with

the electric field. Homeotropic regions nucleate and grow with
time. The remaining twisted domains form loops and threads;
they decrease in length and gradually disappear. When the voltage
is switched off, the twisted domains re-form. The dynamic process
is observed when the device is placed between two parallel
polarizers (Fig. 3c and Movie S2, ESI†). When the voltage is off,
rotating the analyzer to be perpendicular to the polarizer (Fig. 3d)
or removing the analyzer (Fig. 3e) does not affect the low intensity
in the view, indicating a strong scattering of light by the focal
conic domains. When the voltage is on, the device shows a
homogeneous black field of view with the analyzer in perpendi-
cular orientation (Fig. 3d and Movie S3, ESI†) or a homogeneous
bright field of view without the analyzer (Fig. 3e and Movie S4,
ESI†), indicating that the homeotropic liquid-crystal molecules do
not scatter or modulate the polarized light.

We next demonstrate a stretchable electrooptical device
(Fig. 4 and Fig. S3, ESI†). We apply a pre-stretch of B1.3
to the VHB before fabricating the device, and regard this as
the reference state. In the reference state, the thickness of the

Fig. 4 Stretchable liquid-crystal device. (a) The device is switched in the undeformed state, l = 1.0. (b) The device is switched in the stretched state,
l = 1.5. The dashed circles indicate the area containing the cholesteric. (c) The transparency changes in a cycle of stretching and releasing. A square-wave
voltage of amplitude 1200 V and frequency 1 kHz is applied during the whole process. (d) The transmittance as a function of voltage at several values of
stretch. The maximum transmittance increases while the threshold voltage for switching decreases as l increases. Inset: The transmittance as a function
of electric field intensity. (e) 1/ton, as a function of voltage squared at various l. Inset: 1/ton as a function of electric field squared.
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cholesteric is d E 296 mm. Let l be the stretch (i.e., the diameter
of the device in the stretched state divided by that in the
reference state). The device remains switchable at both the
reference state l = 1.0 (Fig. 4a) and in the stretched state l = 1.5
(Fig. 4b).

We also note a new mode of operation: the light shutter is
switchable in response to a combined electrical voltage and
mechanical force (Fig. 4c). When the device in the reference
state is subject to a voltage of 1200 V, the active area remains
opaque. Then when the device is stretched to a large area,
without changing the voltage, the active area becomes trans-
parent (Movie S5, ESI†). Since the transmittance as a function
of electric field is steep, such an electromechanical light shutter
switches-on and switches-off at a narrow range of voltage and
stretching. When the device is pulled by an equal-biaxial stretch
l, the thickness of the device reduces by a factor of l2, and the
switching voltage is also reduced by a factor of about l2

(Fig. 4d). The inset shows that the relation between the trans-
mittance and the product V0l

2 remains nearly the same for
different values of l.

The small difference between the three curves in the inset of
Fig. 4d is probably due to the elastic deflection of the dielectric
and the hydrodynamic flow of the cholesteric, driven by the
Maxwell stress (Fig. S4 and Movie S6, ESI†). This elastohydro-
dynamic–electrooptical coupling can be minimized by reducing
the radius of the dielectric cell. The elastohydrodynamic–
electrooptical coupling can, of course, enable devices of new
functions, but we will not pursue this possibility here.

When the device is stretched, the same applied voltage can
switch the device much faster. Since thinning of the cholesteric
increases the electric field by a factor of l2, we expect 1/ton to
increase by a factor of V0

2l4. In the experiments, ton does show
a significant decrease as V0 or l increases (Fig. 4e), although
1/ton does not strictly follow a linear relationship with V0

2l4

(Fig. 4e, inset), especially when the voltage is higher or the
stretch is larger. The deviation is also likely caused by the
elastohydrodynamic effect.

The dielectric layers serve two functions. First, the dielectric
layers prevent the mixing of the gel and the liquid crystal.
Second, the dielectric layers prevent electrical breakdown even
if the Maxwell stress causes the top and bottom surfaces to
deflect into contact. The voltage in our experiment is high, but
can be reduced by reducing the thickness of the dielectric and
liquid crystal layers. One may even remove the dielectric and
allow the liquid crystal to be in direct contact with the gels,
as long as the gels and the liquid crystal are immiscible. The
Maxwell stress will deflect the gels negligibly if the device is
sandwiched between elastomers of suitable stiffness.

Lithium chloride also serves two functions. First, lithium
chloride provides mobile ions after dissolving in water. Second,
lithium chloride is a potent humectant. Whereas a hydrogel
containing sodium chloride hydrogel dries out easily, the
hydrogel containing 8.0 M lithium chloride can retain water
at a relative humidity as low as 11%.32 The device maintains its
switching performance well even after being exposed to the
open air for more than six months. For critical conditions such

as a vacuum environment and temperatures below the freezing
point or boiling point of the hydrogel, one can of course use
ionogels instead.

Conclusions

We have used ionic conductors to realize organic liquid-crystal
devices (OLCDs). Liquid crystals are anisotropic dielectrics.
Their electrooptical effects require application of voltage, not
injection of electrons. Consequently, ionic conductors can be
used to drive liquid crystal devices of all kinds. The basic
structure of the devices is compatible with surface patterning,
distribution of particles, polymer-dispersed liquid crystals, and
polymer-stabilized liquid crystals. Ionic conductors can also
drive arrays of pixels. OLCDs are fully organic, and amenable to
roll-to-roll and digital manufacturing.

The use of ionic conductors greatly expands the choice of
transparent conductors. This large pool of materials will enable
liquid-crystal devices of new characteristics. For example, one
may choose a gel, an elastomer, and a liquid crystal to match
their refractive indices, and thereby minimize the Fresnel
reflections. In contrast, conventional liquid-crystal devices have
mismatched reflective indices (B2.0 for ITO, and B1.5 for
glass).

The new attribute of OLCDs—softness—may bring liquid
crystals to new domains of applications, such as wearable
displays for camouflage, and curved, deformable displays for
entertainment. One can also imagine programmable, high-
resolution, tissue-attachable patterns of light for optogenetics
and optoceuticals—that is, a direct TV for the brain, heart,
and skin.

Experimental section
Synthesis of the ionic conductor

The ionic conductor used in our experiment was a polyacrylamide
hydrogel containing lithium chloride. To prepare the ionic
conductor, we dissolved 2.4888 g of acrylamide (0.035 mol) and
5.94 g of lithium chloride (0.14 mol) in 17.5112 g of deionized
water (0.973 mol). The resulting concentration of lithium chloride
was 8.0 M. We then added 0.0015 g of the crosslinker
(N,N0-methylenebisacrylamide, MBAA, 10�5 mol), 8 mL of the
accelerator (N,N,N0,N0-tetramethylethylenediamine, TEMED,
5.3 � 10�5 mol), and 0.0025 g of the initiator (ammonium
persulphate, APS, 1.1 � 10�5 mol) to the solution. After careful
stirring, we transferred the solution into a glass mold with a 1 mm
thick spacer, and placed the solution in a fume hood to cure at
room temperature for 6 hours. The as-prepared ionic conductor
was removed from the mold, cut into a pre-designed shape and
then transferred onto the target device.

Preparation of the cholesteric liquid crystal

We made a cholesteric liquid crystal by mixing a nematic liquid
crystal (4-cyano-40-pentylbiphenyl, 5CB) and a chiral liquid crystal
(4-(hexyloxy)-, 4-[[[(1r)-1-methylheptyl]oxy]carbonyl], R-811) at a
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weight ratio of 95 : 5. The solution was homogenized using a
vortex mixer (Digital Vortex Mixer, VWR) for 10 min.

Fabrication of electrooptical devices (Fig. S5, ESI†)

A layer of dielectric elastomer (VHB 4905, 3M) was cut into a
disk with a hole at the center using a laser cutter (UNIVERSAL),
followed by laminating onto another layer of VHB 4905. The
two layers were fastened on a biaxial stretcher, pre-stretched
and then mounted on a rigid circular-ring frame. The choles-
teric liquid crystal was added into the hole. Another layer of
VHB 4905 with the same pre-stretch was laminated to seal the
liquid crystal, forming a liquid-crystal cell. The polyacrylamide
hydrogel was cut into a circular shape with a tail for electrical
connection, and then laminated on the two sides of the liquid-
crystal cell. Two aluminum foils were placed on the hydrogels
outside the active area to connect the device to the voltage
source.

Electrooptical measurements

A signal generator (KEYSIGHT, 33500B) was used to supply
square-wave signal at 1 kHz. The signal from the generator was
fed through an amplifier (TRek, MODEL 30/20A) with a magni-
fying factor of 3000 to the two aluminum foils on the electro-
optical device. The resulting voltage waveform had minimum
and maximum amplitudes of �V0 and +V0, respectively, where
V0 was the set voltage. Optical transmittance was measured by
placing the device between two collimating lenses, connected
using optical fibers to a tungsten light source and a spectro-
meter (Ocean Optics, USB 2000+). Before the measurement, a
voltage was applied for 5 s and removed to obtain an initial
opaque state. Data were collected using a custom-made LabVIEW
program.

Microscopic observation (Fig. S6, ESI†)

The device was observed under a microscope (Leica, DM 4000M)
with one linear polarizer placed before the device, and with or
without an analyzer after the device in either perpendicular or
parallel orientation. A mobile phone was mounted on the ocular
to record the dynamic process of the liquid-crystal device.
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